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Diginnova Inpad Series
Indoor LED Display Screen - Rich in Features, Easy to Maintain

DIGINNOVA
Solutions Galore

Key Features: Advantages:

• No metal structure required

Suitable For:

Retail
Mall

Restaurants Home
Entertainment

Education

Product Highlights:

���

Ultra Slim



DIGINNOVA
Solutions Galore

Technical Data:

Pixel Pitch

Pixel Density Pixels M2

LED Arrangement

Module Resolution (Pixels)

Module Dimensions (mm)

Panel Resolution (Pixels)

Brightness level (Nits)

Refresh Rate

Driving Mode

Grey Scale

Contrast Ratio

Frame Rate (Hz/sec)

Max Power Consumption

Ave Power Consumption

Visual View Angle

Operating Power Source

Storage Temperature

Operating Temperature

Relative Humidity

Storage Humidity

Protecting Rating

Signal Input Source

MTBF (in hours)

LED Lifetime (In Hours)

Panel Dimensions (mm)

Panel Weight (kg)

Panel Material

Service Access

Installation options

Certification

DI-IP1.9Model No. DI-IP2.6 DI-IP3.1 DI-IP3.9 DI-IP4.8

1.9mm 2.6mm 3.1mm 3.9mm 4.8mm

262,144 147,456 102,400 65,536 43,264

SMD 1515 SMD 2121 SMD 2121 SMD 2121 SMD 2121

128x128 96x96 80x80 64x64

250x250mm

800-1000 nits

1920-3840 hz

60 Hz

180 watts Panel

70 watts Panel

160° /160°

100-240V AC 50-60 Hz

-35°C ~ 60°C

-10°C ~ 40°C

≤95%

≤45%

IP 20

S-Video, VGA, DVI, HDMI SDI

10,000

100,000
250x1000x42mm

6.3 Kg

Die Cast Almunium - CNC technology

Front

Wall, Floor & Ceiling hanging

CE, ETL, FCC EMC

52x52

32 45 32 32 16

≥14Bit ≥14Bit ≥14Bit ≥14Bit ≥14Bit

8000:1 8000:1 10000:1 10000:1 10000:1

128x512 96x384 80x320 64x256 52x208

www.digitalinnovation.me


